[USB Driver Installation Procedure] for Windows10
Two types of USB drivers are required to be installed before connecting Lumitester PD-30 and PC.

Please follow the procedure below.

1 Connect Lumitester PD-30 to PC with the USB cable provided.

2 Install the first USB driver.

Click “Start” button and open the “Connected devices”.

Then Click “Device manager”.
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3 The device with the i3

“ will be displayed on Device Manager.

Place the cursor on the name of device with/n

” and right—click, and select “Update Driver Software”.
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4 "Update Driver Software” is displayed on the screen.
Click “Browse my computer for driver software”.

|l Update Driver Software - USB <-» Serial Cable

How do you want to search for driver software?

—> Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation
settings.

— Browse my computer for driver software
Locate and install driver software manually.
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5 Click “Browse”, find and select the folder of “USB Drivers” downloaded,
and then click “Next”.

€ || Update Driver Software - USE <-» Serial Cable

Browse for driver software on your computer

Search for driver software in this location:
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—> Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.

Cancel




6 Installation of the driver software will begin.
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7 The first USB driver is now installed.
Click “Close” to close the window. And begin installation for the second USB driver.
*

[l Update Driver Software - USE Serial Converter

Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:

LISE Serial Converter
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8 For the Installation of second USB driver.
Open the Device Manager in the procedure. The device name with tljsn“ ” is displayed on Device Manager.
Place the cursor on the device name and click”Update Driver Software”.
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9 Follow the same way as in the procedure 4 to 7 of first USB driver for installation.
When the installation is completed the following screen appears.

Click “Close” to close the window.
>
ACOM number is displayed ]

[l Update Driver Software - USE Serial Port (COM3)

Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:
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[Control Software Installation Procedure)] for Windows10

1 Double click”LumitesterPD-30_Setup.exe” and start.
Please wait till all the files for Installation is completed.
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Click “Lumitester Control Software”
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Click “Yes” when setup is started.
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4 Installation is now ready, Click “Next”
‘jé‘;! Lumitester PD-30 Control Software — pd

Welcome to the Lumitester PD-30 Control
Software Setup Wizard

The inztaller will guide vou through the steps required to ingtall Lumitester PD-30 Caontrol Software on
your computer,

WARMIMNG: This computer program iz protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in zevere civil
or criminal penaltiez, and will be prozecuted to the maximunn extent pozzible under the law.

Cancel < Back
5 Confirm the contents of License.

Select “Agree” to agree and then click “Next”
If you do not agree, click “Cancel”

‘jé‘;! Lumitester PD-30 Control Software — pd

License Agreement

Pleaze take a moment to read the license agreement now. If you accept the terms below, click |
Agree”’, then "Mext'. Othenwize click "Cancel”.

Lumitester Control Software License Agreement o

Kiklcoman Corporation ("Company™) hereby license the use of the
lumitester control software (“Software™) to the customer upon consent of
the customer to all the terms and conditions specified in the license
agreement ( License Agreement™). In addition_ the customer shall be
deemed to have agreed to this License Agreement when the whole or
part of this software is copied, installed or used.

..... R

Cancel < Back
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6 Click “Yes” if you prefer to have shortcut on the desktop,
If not, select “No” then click “Next”.

ﬁ‘;ﬂ Lumitester PD-30 Control Software — ot

Shortcut

Do wou want to place a shortcut on the desktop?
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7 Enter the name of folder to Install.
Click “Next” if there are no changes.

‘jé‘;! Lumitester PD-30 Control Software — pd

Select Installation Folder

The inztaller will install Lumitester PD-30 Control Saftware ta the following folder.

To inztall in this folder, click “Mext”. Taoinstall to a difterent folder, enter it below or click "Browse".

Folder:
C:\Program Files [«28615Lurmitester PD-304 Browsze. ..

Diizk Ciozt...

Inztall Lumitester PD-30 Control Software for vourself, or for anyvone who uges this
computer:

(®) Everyone
() Just me

Cancel < Back




8 Click “Next”

‘ﬁ! Lumitester PD-30 Control Software — pd

Confirm Installation

The inztaller iz ready to install Lumnitester PD-30 Contral Software on wour computer.

Click "Mext" to start the installation.

Cancel < Back

©

Installation is now in progress.

‘ﬁ! Lumitester PD-30 Control Software — oo

Installing Lumitester PD-30 Control
Software

Lumitester PD-30 Control Saoftware iz being installed.

Pleaze wait...




10 Installation is complete
Click “Close” to close the window.

ﬁ Lumitester PD-30 Control Software — ot

Installation Complete

Lurnitezter PD-30 Control Software has been succeszsfully inztalled.

Click "Cloze" to exit.

Pleaze use Windows Update to check for any critical updates tathe MET Framewoark.
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